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ELEKTROMATEN® FX with a separate frequency inverter 

 

ELEKTROMATEN FI frequency inverters have been 

an integral part of GfA standard products (①) for 

many years. They make possible high speeds in terms 

of opening and closing the door, and they enable a 

soft start-up and soft braking, which is energy-efficient 

and reduces waiting periods. In addition, the door me-

chanism is being protected.  

 

 

 
 

 

ELEKTROMATEN® FX 

1We now also offer a solution with a separate fre-

quency inverter (②). We call this solution FX. This 

concept offers the following advantages: 

▪ Alternative to ELEKTROMATEN FI 

▪ Flexible placement of the FX module regardless of 

the drive unit (③) 

▪ Intuitive operation concept using the familiar GfA 

door controls TS 970, TS 971 or TS 981 (④) with 

selector switch (⑤) 

▪ Extremely well suitable for operating conditions 

with high protection class requirements 

▪ Plug-in connection using the familiar DES connec-

tion cables in different lengths (⑥) 

ELEKTROMATEN FX consist of the door drive, a module with a frequency inverter, and a pre-assembled, 

plug-in 2 m cable. The familiar connection cables for digital limit switches are still used between the door 

control unit and the FX module. 

 
 

⑦ FX door drive unit 

⑧ FX frequency inverter  

from 0.75 kW to 7.5 kW 

⑨ Pre-assembled, plug-in cable 

for the ELEKTROMATEN  

(2 m) 

⑩ DES connection cable from 

1.5 m to 50 m (not included 

in the scope of delivery) 
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Products 

 

 

Product 

 

 

 

Notes 
 

As usual, there will be a wide variety of ELEKTROMATEN versions to choose from with different torques and 

speeds (⑪). To this end, there are different FX modules available with different performance classes. 

 

Some examples of ELEKTROMATEN FX that will be available soon are listed below (compared to  

ELEKTROMATEN FI). More to follow. 

Designation Series 
Output 
torque 
[Nm] 

Max. output 
speed 
[rpm] 

Hollow shaft 
Ø [mm] 

ELEKTROMATEN  
FI 

part no. 

ELEKTROMATEN  
FX  

part no. 

Sectional-door-drive ELEKTROMATEN SE 

SE 14.80 FI vs. SE 14.100 FX SG50 140 80 / 100 25,40 10004010 10005676 

SE 14.80 FI vs. SE 14.100 FX SG50E 140 80 / 100 25,40 ER 10004013 10005771 

SE 14.80 FI vs. SE 14.100 FX SG50 140 80 / 100 31,75 10004011 10005770 

Designation Series 
Output 
torque 
[Nm] 

Max. output 
speed 
[rpm] 

Hollow shaft 
Ø [mm] 

ELEKTROMATEN  
FI 

part no. 

ELEKTROMATEN  
FX  

part no. 

Safedrive ELEKTROMATEN SI 

SI63 5.250 FI vs. SI63 5.250 FX SG63F 50 250 25,00 10003888 10005762 

SI63 5.250 FI vs. SI63 5.250 FX SG63F 50 250 25,40 10003889 10005763 

SI63 5.250 FI vs. SI63 5.250 FX SG63F 50 250 30,00 10003745 10005674 

SI63 5.250 FI vs. SI63 5.250 FX SG63F 50 250 31,75 10005263 10005764 

SI63 5.250 FI vs. SI63 5.250 FX SG63F 50 250 40,00 10003881 10005760 

SI63 8.180 FI vs. SI63 8.180 FX SG63F 80 180 25,00 10003896 10005765 

SI63 8.180 FI vs. SI63 8.180 FX SG63F 80 180 25,40 10003897 10005766 

SI63 8.180 FI vs. SI63 8.180 FX SG63F 80 180 30,00 10003843 10005673 

SI63 8.180 FI vs. SI63 8.180 FX SG63F 80 180 31,75 10004505 10005767 

SI63 8.180 FI vs. SI63 8.180 FX SG63F 80 180 40,00 10003898 10005768 

SI 40.40 FI vs. SI 40.40 FX SG85F 400 40 40,00 10003672 10005755 

SI 75.45 FI vs. SI 75.45 FX SG115F 750 45 55,00 10003831 10005609 

SI 100.30 FI vs. SI 100.30 FX SG115F 1000 30 55,00 10003917 10005633 

▪ The first ELEKTROMATEN FX will be available from September 2025. 

▪ The FX drive and FX module are perfectly matched. The FX module must not be used with any other drive. 

▪ The new drive units will work in conjunction with the GfA door controls TS 970, TS 971 and TS 981 and 

the appropriate TS XL variants.  

Do you have further questions about our products and prices? Your sales representative will gladly advise you: 

http://gfa-elektromaten.com/en-DE/contact.html 

http://gfa-elektromaten.com/en-DE/contact.html

