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1 Intended use 

The FX module is an external frequency inverter for use only in combination with an ELEKTROMATEN and a 
GfA door control.  
The FX module is programmed for use with a specific ELEKTROMATEN. Compare the nameplate of the FX 
module with the nameplate or installation instructions of your ELEKTROMATEN to determine for which 
ELEKTROMATEN the FX module is suitable. 
 
 
 

2 Target group 

As a user or operator / owner, please contact the company that constructed your door. These installation 
instructions are intended for qualified electricians. Only qualified electricians can safely carry out installation, 
maintenance and modernisation as instructed. 
 
 

Qualified electricians meet the following requirements:  
▪ They are familiar with the applicable safety and accident prevention regulations.  
▪ They identify hazards relating to electricity and the door and take safety precautions. 

 
 
 

3 General safety information 

• WARNING  
Danger to life from electric shock! 
Improper wiring may result in severe or fatal injury from electrical current.  

▪ Allow only qualified electricians to carry out the work. 
▪ Disconnect all cables from the power supply. 
▪ Secure the mains disconnector against being reconnected or switched on again. 
▪ Observe valid regulations and standards. 
▪ Use suitable tools. 

 
 WARNING  

Danger to life from electric shock! 
If earthing is not carried out properly, electrical current (e.g. in the event of a short circuit) cannot be 
properly dissipated and there is mortal danger or a risk of serious injury on contact with the unit.  

▪ Make sure that the door is properly earthed, 
▪ If the door drive has a rolling door console, this must be earthed separately. 

 
 WARNING  

Danger to life from electric shock! - DISCHARGE TIME 
The frequency inverter contains DC interim circuit capacitors that may remain charged even when the 
frequency inverter is switched off. High voltage may be present even if the warning lights are not 
illuminated.   
▪ Disconnect the FX module from the power supply.  
▪ Wait at least 15 minutes.  
▪ Do not work on the FX module until the capacitors have been fully discharged and measured.  

 

 
 

i NOTE  

When installing, follow the instructions for the ELECTROMATEN and the gate control.  
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4 Technical data 

The technical data of the FX module can be found on the nameplate of the product. Further technical data are 
available in the instructions for the associated ELEKTROMATEN. 
 
 
 
 
 
 
 

5 Mechanical installation 
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6 Attaching the cable gland 

 
▪ Attach the included cable gland to the DES 

connecting cable.  
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7 Electrical installation 

NOTICE  
Damage to the product due to work carried out improperly 

▪ Use proper tools to prevent damage and leakage. 

 

 
 

NOTICE  
Damage due to moisture or penetrating foreign bodies 

▪ Check that all cable glands are tight. 
▪ Seal open and unused cable entries with blanking plugs. This will prevent moisture or foreign bodies 

such as insects from penetrating. 

 
  



 

Declaration of conformity 
within the meaning of EMC Directive 2014/30/EU 
within the meaning of RoHS Directive 2011/65/EU 
 

Declaration of incorporation 
within the meaning of Machinery Directive 2006/42/EC 
for partly completed machinery, Appendix II Part B  

We, 
GfA ELEKTROMATEN GmbH & Co. KG 

declare under our sole responsibility that the 
following product complies with the above 
directives and is only intended for installation in a 
door system. 
 
FX-Module 
 
Part No.:  
20004393.xxxxx 

 Standards applied: 
EN 60335-2-103:2015 
EN 61000-6-2:2005 
EN 61000-6-3:2007 
 
 
Stephan Kleine           
CEO 
 

 
Signature 
Düsseldorf, 01.03.2024 
 

 
 
 
Declaration of conformity 
within the meaning of Electromagnetic Compatibility Regulations 2016 
within the meaning of Restriction of the Use of Certain Hazardous Substances in Electrical 
and Electronic Equipment Regulations 2021 
 

Declaration of incorporation  
within the meaning of Supply of Machinery (Safety) Regulations 2008 
for partly completed machinery, Appendix II Part B 

 

 

 

 
 

  

We,  
GfA ELEKTROMATEN GmbH & Co. KG 
declare under our sole responsibility that the 
following product complies with the above directives 
and is only intended for installation in a door system. 
 
 

FX-Module 
 
 

Part no.: 
20004393.xxxxx 
 
 
 

Applied Standards: 
BS EN 60335-2-103:2015 
BS EN 61000-6-2:2005 
BS EN 61000-6-3:2007 

 Authorised representative: 
Andrew Collett 
GfA ELEKTROMATEN UK Ltd 
Tournament Fields Business Park, 
Agincourt Rd, 
Warwick CV34 6XZ 
 
 

Stephan Kleine 
CEO 
 

 
Signature 
Düsseldorf, 01.03.2024 
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